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Each “TVD” Style Reservoir includes:
1. (1) Oil Level & Temp. gauge holes
2. (8) Cover Mounting Bolts
3. (2) Channel Gasket for cover plate seal
4. (1) 3/4" SAE Drain
5. (1) Baffle with cutouts for circulation
Customer choice of cover plate
Exterior of Reservoir prime painted
Interior coated with rust preventive oil

Sight Gauge:
40 to 60 Gal – 5” Sight Gauge (SLG-5T)

D1 +/- 1/8" D2 +/-1/8" END BODY
TVD-188 40 24" 16-1/2" 36" 34-1/2" 14" 16" 33" 4" 18" 8" 5" 10ga 10ga 128
TVD-189 60 36" 16-1/2" 36" 34-1/2" 14" 16" 33" 4" 24" 8" 5" 10ga 10ga 179

D1 +/- 1/8" D2 +/-1/8" END BODY
TVD-195 50 22-1/2" 18" 39" 37-1/2" 15-1/2" 17-1/2" 36" 5" 19" 8-3/4" 5" 10ga 10ga 128
TVD-196 60 26-1/2" 18" 39" 37-1/2" 15-1/2" 17-1/2" 36" 5" 22-1/2" 8-3/4" 5" 10ga 10ga 179
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VARIOUS LID STYLES ARE AVAILABLE - SEE "TVL" PAGES D10 & D12 DETAILS
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Dimensions are approximate & subject to change without notice.
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DUAL VERTICAL RESERVOIRS - "TVD" STYLE
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DUAL VERTICAL RESERVOIRS - "TVD" STYLE

DUAL VERTICAL RESERVOIRS - “TVD” STYLE

various lid styles are available - see page 53 & 55 details


